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RECOMMENDED SPARE PARTS       
 
1 – Set of Rotor Knives and Screws 
 
1 – Set of Bed Knives and Screws 
 
1 – Screen or Set of Screens 
 
1 – Set of Belts 
 
1 – Set of Fuses 
 
1 – Set of Motor Starters Heaters 
 
1 – Fan/Cyclone Filter Bag (optional) 
 
NOTE: Refer to part numbers when ordering replacement parts. Check the parts carefully as knives and 
screens generally have their numbers etched or stamped on them. The serial number of the machine will 
also be required when ordering parts from SEM. This listing of recommended parts does not include all 
parts which are available for purchase. The SEM Parts Department can be reached via a toll free number 
(1-800-225-9293) or www.semshred.com. 

WARNING: The use of replacement parts not manufactured or approved by SEM may void the products' 

warranty. 

 

Recommended Spare Parts for Model 1012P Disintegrator 
 

ITEM              Part # 
Std. Angle Spare Set of Knives (5 Rotor / 2 Bed) 39910165K 

Model 1012/5 Perforated Sizing Screen - 
select size ( 3/32", 1/4", 3/8", 1/2" ) 

3492218 

Model 22 Disintegrator Maintenance Kit** DMK1012 

3-Mil Plastic Waste Bags 755BAG3MIL 

V-Belts, 5/set V3VX750/5 
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LUBRICATION SPECIFICATIONS        
 
DESCRIPTION – BEARINGS 
 
All SEM Security Disintegrators and accessories are supplied with pillow block bearings which are pre-
lubricated from the factory. 
 
The external mounting of bearings on the SEM Security Disintegrators results in a trouble free, low 
maintenance, and long life bearing design. 
 
The pillow block bearings used require a high quality, lithium based, EP (extreme pressure) type of grease 
which conforms to the NGLI Grade 2 consistency. This grease has been chosen due to its suitability for use in 
heavy duty applications under heavy shock loads. It also contains rust inhibitors, has high temperature 
stability, and exhibits good water resistance. 
 
RECOMMENDED GREASE PRODUCTS 
 

AMOCO:  AMOLITH EP 2 
CASTROL:  EP2 
EXXON:  RONEX MP 
GULF:   CROWN #2 
MOBIL :  MOBILITH AW #2 
SHELL :  ALVANIA EP LF #2 
SUNOCO:  SUNAPLEX #2 
TEXACO:  MULTIFAK EP #2 

 
The pillow block bearings should be lubricated with care. Too much grease applied to the bearings at one time 
can rupture the bearing seals. Under normal operating conditions, a moderate amount of grease applied every 
2000 hours should be adequate to ensure long life. Severe operating conditions will require more frequent 
lubrication intervals 
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CROSS SECTION OF A DISINTEGRATOR       
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DISINGRATOR DIMENSIONAL INFORMATION      
 
 
 
 

 
 
 

MODEL A B C D E F G H 
3 50.50” 

(1283mm) 
62” 

(1575mm) 
42” 

(1067mm) 
16” 

(406mm) 
7.25” 

(184mm) 
28.50” 

(724mm) 
4.25” 

(108mm) 
12” 

(305mm) 
1012 50.50” 

(1283mm) 
62” 

(1575mm) 
42” 

(1067mm) 
16” 

(406mm) 
7.25” 

(184mm) 
28.50” 

(724mm) 
10” 

(254mm) 
12” 

(305mm) 
1012P.S II 55.50” 

(1410mm) 
62” 

(1575mm) 
48” 

(1219mm) 
18” 

(457mm) 
8” 

(203mm) 
34” 

(864mm) 
10” 

(254mm) 
16” 

(406mm) 
22 55.50” 

(1410mm) 
69” 

(1753mm) 
45” 

(1143mm) 
19.75” 

(502mm) 
12” 

(305mm) 
38” 

(965mm) 
12” 

(305mm) 
20” 

(508mm) 
23 55.50” 

(1410mm) 
69” 

(1753mm) 
48” 

(1219mm) 
19.75” 

(502mm) 
12” 

(305mm) 
42” 

(1067mm) 
12” 

(305mm) 
24” 

(610mm) 
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MODEL 1012 BASIC KIT           
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WASTE EVACUATION – MODEL 1012 GOLD KIT    
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WASTE EVACUATION – MODEL 1012 PLATINUM KIT    
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MODEL 3, 1012/5, 22/5, 23/5 VALUE KITS       
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 Cutting System Motor Air System Sound Reduction Rec. Room Size 
Model 3      
   Basic System 5 Blade (3 Rotor, 2 Bed) 10 HP Single Bag w/Filter Kit N/A 11' x 8' x 8' Ceiling 
Model 1012/5      
   Gold Value Kit 7 Blade (5 Rotor, 2 Bed) 15 HP Single Bag w/Filter Kit S/P Hoper and Base 11' x 8' x 8' Ceiling 
   Platinum Value Kit 7 Blade (5 Rotor, 2 Bed) 15 HP Single Bag F071B - 3/4 HP MX Sound Enclosure 13' x 12' x 9' Ceiling 
Model 22/5      
   Basic System 5 Blade (3 Rotor, 2 Bed) 20 HP Single Bag F071B - 3/4 HP N/A 11' x 8' x 8' Ceiling 
   Gold Value Kit 7 Blade (5 Rotor, 2 Bed) 25 HP Single Bag F071B - 3/4 HP S/P Hoper and Base 11' x 8' x 8' Ceiling 
   Platinum Value Kit 7 Blade (5 Rotor, 2 Bed) 30 HP Single Bag F034B - 3/4 HP MX Sound Enclosure 13' x 12' x 9' Ceiling 
Model 23/5      
   Basic System 5 Blade (3 Rotor, 2 Bed) 25 HP Dual Bag F034B - 3/4 HP N/A 12' x 8' x 8' Ceiling 
   Gold Value Kit 7 Blade (5 Rotor, 2 Bed) 30 HP Dual Bag F034B - 3/4 HP S/P Hoper and Base 12' x 8' x 8' Ceiling 
   Platinum Value Kit 7 Blade (5 Rotor, 2 Bed) 40 HP Dual Bag F112 - 1 1/2 HP MX Sound Enclosure 13' x 12' x 10' Ceiling 



 
 

BASIC KIT ELECTRICAL          
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BASIC KIT ELECTRICAL (SHEET 2)        
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

For NATIONWIDE SERVICE Call 1(800)225-9293 
29



 
 

PLATINUM KIT ELECTRICAL          
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PLATINUM KIT ELECTRICAL (SHEET 2)       
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DIRECTIONS FOR CHANGING BAGS ON FAN UNITS   
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SEM PRODUCT WARRANTY 
SEM warrants, for a period of time listed below from date of shipment, that product will be free from defects in material and 
workmanship when used under normal operating conditions.  Excluded from warranty coverage are normal wear items and electrical 
components.  These items include and are not limited to Knives, Cutters, Belts, Chains, Switches, PC Boards, Optics and other 
electrical contactors.  These items are not included for consideration unless the components are deemed defective.  Any purchased part 
used in the assembly of a SEM System will carry the manufacturer’s original warranty for the original SEM customer.  Warranty does 
not cover damages by freight handlers, misuse, neglect, acts of nature, unauthorized modifications or the use of other than the factory 
SEM components. 

WARRANTY TIME PERIOD 
New Disintegrator System 

 Disintegrators Lifetime parts, 90 days labor 
 Waste Collection System and Accessories 1 Year parts, 90 days labor 
  

Remanufactured Disintegrator System 
Disintegrator  3 Years parts, 90 days labor 

 Waste Collection System and Accessories 1 Year parts, 90 days labor 
  

Reconditioned Disintegrator System 
 Disintegrator  1 Year parts, 30 days labor 
 Waste Collection System and Accessories  6 months parts, 30 days labor 
  

Shredder Units ~  New & Demo  
 High Security Cross-Cut  1 Year parts, 90 days labor, 1 Year cutting head 
 Executive Deskside*(i.e. 1324 Series) 1 Year parts, 1 Year SEM factory labor 
 All other shredder units 3 Years parts, 90 days labor, 6 Years cutting head 
 Automatic Oilers  1 Year parts, 90 days labor 
 

Reconditioned Shredders 
All Units 1 Year parts, 30 days labor 
 
Fixed Magnet Degaussers 
Model P3 Series 5 Year parts, 90 days labor 

 Model P2V      1 Year parts, 90 days labor 
All other models      2 Year parts, 90 days labor 

 
CD Declassifiers and IT Data Erasers 

 All units       1 Year parts, 30 days labor 
 
 Hard Drive Crusher 
 Model 0101 Sledgehammer       1 Year parts, 90 days labor 
 
 Hard Drive Shredder 
  Model 0301 Jackhammer      2 Year parts, 90 days labor 

*All warranty labor will be performed at SEM factory, Westboro, MA 

WARRANTY PARTS RETURN 

Warranty is conditional on notification to SEM’s Customer Service Department by calling (800)225-9293. All materials being returned 
for warranty credit must have the requested Return Goods Authorization number from the Customer Service Department, and must be 
returned within 30 days after the discovery of the defect.  All shipping costs on returned material must be prepaid by the customer.  
Cartons must be marked on the outside with the RGA number and “Warranty Parts”. For executive model shredders, SEM, at our 
discretion reserves the right to repair or replace unit covered under warranty. 



 
 

   Warranty: March, 2009 

 
Security Engineered Machinery Co., Inc. 

Product Information 
 
 
 

 
 
 
 
 
 
 
 
 
 
Paper Shredders, Disintegrators/Industrial Shredders 
Contract Number:        GS-02F-0111P 

 Contract Period:           October 1, 2006 to September 30, 2011  
C3615                          Shredders / Degaussers 
C3615                  Accessories/Attachments for Shredders and Disintegrators 
C3615                          Spare parts for Shredders and Disintegrators 
C3615      Disintegrators 
C3615      Remanufactured Disintegrators 

           
           
           
           
           
           
            

 
 
 
 
 
 
 
 
 

  
 

Paper Shredders • Disintegrators • Security Containers • Optical Media Declassifiers 
Shredding / Destruction Services 

 
For detail product information including all application and specifications, contact our Customer Service 

Department at 1-800-225-9293 or visit us on line at www.semshred.com for commercial customers and 
www.fedshred.com for government customer
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SEM Value Kit Enclosure without Frame 
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Security Engineered Machinery Co., Inc 

NATIONWIDE SERVICE 
  Phone Toll Free 1(800)225‐9293 
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Tools needed for installation:  

• Drill 

• Hammer  

• Level  

• Square  

• Set of Allen Wrenches  

• Nut Driver with Magnet 5/16” x 1 5/8” (Included with hardware) 

Important Note: Print number 127256 will be needed to assist in the assembly of the enclosure. This 
print will give the as built numbers for each panel during the assembly of the enclosure.  

Needed for steps 1‐5 

Hardware: #10 x 3/4” Hex Tech Screws  

Tools: Drill, Nut Driver, Square and or Level 

1) Assemble the back corner.   
 
Note: Be sure that the two panels are tight together with a new consistent seem on before 
screwing panels. Also try to keep panels as square as possible.  
 
Important Note: Note all enclosures will have a vented panel. However the perforated side 
faces inside the enclosure.     

 

 

 

 



2) Add next panel to complete left side. 
Note: This panel will have two square tubes for the front doors on the front edge of panel. 

 

3) Add next back panel to complete back side. 

 

4) Add first right side panel. 

 

 



5) Complete the right side. 
 

Note: This panel will have two square tubes for the front doors on the front edge of panel. 

 

6) Take the Fan Support Bracket and hang it on the right side.  
Note: Be sure all #10 Tech screws are installed on the right side before hanging Support Bracket. 

 

7) Open the fan motor as shown and wire fan to specifications on the motor for 120 volt or 220 
volt depending on what you have ordered.  

 

8) Place Fan on Support Bracket as shown. 



 

9) Set the back roof panel on the enclosure.  
Note: Square the back side of the enclosure with the roof panel. Also be shore that the fan lines 
up like the picture below. Once all is completed screw roof panel on with the #10 Tech screws. 
 

     

10) Place front roof panel onto the enclosure to complete roof.  
Note: Top door lip should be behind the right and left door lips.  

 

11) Attach the gussets to the door edges. 
Note: Both gussets get attached on the inside of the enclosure. 



    

12) Insert the bronze bushing into the square tubes on the front edges for the front doors. 
Note: May need to be taped in with a hammer.  There are four bushings that will need to be 
added. 

 

13) Insure the pins on the door into the bronze bushings to hang doors. 

       

14) Square the enclosure and lag to the floor with the supplied angle brackets and 3/8 x 3” Parabolt. 



Note: it is recommended that six places on the enclosure get lagged to the floor. Two on each 
side the Left, Back, and Right.  
 

15) Attach all handles, magnetic stripping.  
Note: all magnetic strips get attached to the inside lip for the front doors. The plates a 

 

16) Attach junction box to the back wall as shown below. 
Note: there are three cables coming out of the junction box refer to electrical diagram in 
junction box for wiring instructions. 

 

17) Attach the remote box to the back of the front door as shown below. 

 

 

 

 

 



18) Attach wire for remote box as shown below. 

 

 

 




