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1324C/3
Level P-7 Paper Shredder  
Listed on NSA/CSS EPL

Options and Accessories: 

•	 Waste collection bags: #138A

•	 Oil: #647OILHV

•	 International voltage

•	 At-site set-up, installation, training

•	 Preventative maintenance contract

 
Media Accepted Paper

Final Particle Size 0.8mm x 5mm

Cycle Capacity Up to 4 sheets per pass

Hourly Throughput 5 reams feeding 3 sheets (NSA rated)

Feed Opening 9.5 in.

Waste Collection 20 gallon internal bin

Dimensions (HxWxD)
Weight

33 in. x 20 in. x 15 in.
69 lbs.

Electrical
Power

115V/60Hz or 220V/50Hz
0.5HP

Certifications UL, cUL, CE

Warranty 1 year non-wear parts/90 days labor

Standard Features:

•	 Ergonomic easy switch with auto start/stop, reverse, 
and a bag full/door open indicator

•	 Safety protection system with electronically 
controlled safety shield to protect fingers and prevent 
overfeeding

•	 Energy savings mode shuts off power when not in use 

•	 Easy switch control panel with integrated visual 
indicators

•	 Mounted on casters for easy relocation

•	 TAA compliant

*NSA volume rating per 2019 NSA Evaluated Products List (EPL); 
NSA durability rating per 2015 NSA EPL.

Specifications:
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1324C/3-DEP

The deployment case is 
rugged and incorporates custom 
filled foam inserts for maximum 
protection. It is lockable and wa-
ter-tight with a telescopic handle 
and wheels.


