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22 Series
Level T-6, E-5, O-5, P-7  
NSA/CSS EPL Listed for Paper, Key Tape, CDs

Options and Accessories: 

•	 Replacement/spare knives and screens

•	 Dual bag waste collection system

•	 Sound-proof hopper

•	 International voltage

•	 At-site set-up, installation, and training

•	 Preventive maintenance contract

 
Media Accepted Paper, optical, small e-media

Final Particle Size 2mm - 5mm, screen dependent

Cycle Capacity Media dependent

Hourly Throughput Up to 500 lbs. (NSA rated)
Up to 1,000 lbs.

Feed Opening 12 in. x 20 in.

Dimensions (HxWxD)
Weight

74 in. x 38 in. x 48 in.
2,470 lbs.

Electrical

Power

3-Phase 208/230/460V-60Hz
International voltage available
20HP

Warranty 5 year non-wear parts/90 days labor

Standard Features:

•	 Solid steel rotors with seven hold-down bolts per 
blade for maximum performance and durability

•	 Hour meter and safety limit switches

•	 Low base with air transition for security evacuation

•	 Equipped with 5 in. transition

•	 Compact footprint for use in smaller spaces

•	 Made in the USA — TAA compliant

Specifications:
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Model 22 22/5

Motor 20 HP 25 HP

Cutting System 5 blade
(3 rotor, 2 bed)

7 blade
(5 rotor, 2 bed)

Capacity: NSA Evaluated 
3/32” Particle 

500 lbs./hr. 800 lbs./hr.

Capacity 1” Particle 1,200 lbs./hr. 1,600 lbs./hr.


