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SSD1-HS
Level E-7 SSD Destruction Device

Options and Accessories: 

•	 Waste collection bags

•	 Replacement vacuum filter, knives, screens

•	 Additional voltages including international

•	 At-site set-up, installation, training

•	 Preventative maintenance contract

Standard Features:

•	 Destroys various types of media such as thumb 
drives, PC boards, laptop boards, cellphone boards, 
cell phone components, CDs/DVDs, Blu-ray Discs, 
floppy disks, flash memory, RAM, and SSDs*

•	 Sliding feed opening

•	 Safety interlocking of door

•	 Insulated cabinet for maximum noise reduction

•	 Mounted on casters for easy relocation

•	 Timed shutdown

•	 Hour meter

•	 Solid steel rotor and five (5) blade cutting system

•	 TAA compliant

Specifications:
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*Must be removed from casing

 
Media Accepted Solid state drives, casings removed

Final Particle Size <2mm2

Cycle Capacity Media dependent

Hourly Throughput Up to 100 drives

Feed Opening 4 in. x 8 in.

Waste Collection Internal four (4) gallon vacuum with 
HEPA filter

Dimensions (HxWxD)
Weight

24 in. x 40 in. x 38 in.
535 lbs.

Electrical

Power

120V-60Hz, 20A
International voltage available
Requires dedicated line
1HP

Warranty 1 year non-parts/90 days labor


